
 These safety checks are not de-
signed to be overly restrictive, but are to 
ensure a safe and enjoyable excursion  
 

Acknowledgement 
 I understand that at all times I 
have the ultimate responsibility for the 
safe condition of the motorcar I am oper-
ating beyond any specifics of the rules 
and standards. 
 If allowed to operate in this ex-
cursion, I must correct any unsatisfactory 
items indicated in order to participate in 
future excursions.   
 I certify that I have inspected this 
motorcar and found it to meet all NAR-
COA standards as I have indicated on the 
Pre-Event Inspection column of this form 
and have determined that this motorcar is 
in a safe condition to operate on this ex-
cursion. 
 
 
Operator’s Signature 
 
 
Date 
 
 
 
 
You will _____, will not _____ be al-
lowed to  participate in today’s event. 
 
 
Inspector Name (printed) 
 
 
Inspector Signature 
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Motorcar Inspection Form 

Operator (Printed) 

NARCOA Rule Book Certificate # 

NARCOA Insurance # 

Car Make & Model 

Car Railroad  & # (if available) 

Event & Location 

Date 

Inspection Item 
Pre Event 
Inspection 

Event Inspection  
Sat. UnSat. 

On Board     
Charged Fire Extinguisher    
First Aid Kit    
Two Red/Orange Flags (16” sq.)    
Rule Book ( NARCOA)    
Flashlight     
Spare Fuel Stored Securely Inside Car    
Compatible Tow Bar w/ Pins    
Chock or Chain    
Proper Brake Lever Travel (First Notch)    
Horn or Bell    

Left Side of Car    
Front Wheel Thickness & Profile    
Rear Wheel Thickness & Profile    
Axle Cotter Pins Installed (Front & Rear)    
Brake Cotter Pins Installed Properly    
Brake Shoe Thickness (Front & Rear)    
Brakes Adjusted for Equal Force (F&R)    

Front of Car    
Operable Headlight    
Safety Glass or Polycarbonate Windshields    
Secure Front Hitch with 3/4”  to 1”  Hole    
Guards on Exposed Moving Parts    
Lift Handles    

Right Side of Car    
Brakes Adjusted for Equal Force (F&R)    
Brake Shoe Thickness (Front & Rear)    
Brake Cotter Pins Installed Properly    
Front Wheel Thickness & Profile    
Rear Wheel Thickness & Profile    
Axle Cotter Pins Installed (Front & Rear)    

Rear Of Car    
Working Rear Red Tail Light    
Brake Actuated Red Stop Light    
Secure Rear Hitch with 3/4” to 1”  Hole    
Spark Arrestor    
Lift Handles    

Turntable—If Installed    
Fully Retracts min. of 2.5” Above Railhead    
Audible Warning Device    
Safety Lock (Hydraulic Turntables)    
    


